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BeSol+

Best for: Solar-powered assets in outdoor and remote environments.

The BeSol+ features solar power with an internal back-up battery for peace of mind
on cloudy days.

B4-MIOT-BSP

POWER

Primary Solar rechargeable Secondary Internal battery

Internal battery

A Battery back up capacity on full charge with up to 3,000* pings with GPS enabled. Extend battery
capacity on full charge:

up to 2x with GPS off and Wi-Fi location only.

*under optimal conditions (network, temperature, valid GPS)

Measures Location, movement, temperature, light, air pressure, and humidity.
Location Outdoor tracking GNSS (satellite) positioning Indoor tracking BSSID Wi-Fi positioning
Reports Down to every 5 minutes in motion, once a day when stationary (customizable)

PROVEN USE CASES

Outdoor Moveable Assets Dry vans, trailers, spreaders, combines GPS location, trip reports, geofencing, mileage,
maintenance, alerts, utilization, dwell time

Stationary Outdoor Assets  Generators, road signs, portable toilets GPS position, last seen status

Field location, runtime patterns, movement

Agriculture Equipment Trailers, tillage tools, seeders alerts, maintenance scheduling
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Asset BeSol+ Network Cloud Servers
Asset trackers with onboard sensors are Data travels along the Customers can .ch.oose to integrate their trackers’
installed on fixed, moveable, powered or LTE-M Network. data to their existing fleet management platform
non-powered assets. or use the BeWhere Web standalone cloud portal.

Technical Specs
Onboard Sensor

V' IP68-IP6IK

V65x28x16in |165x 70 x 39.5 mm v Temperature (-40 to +85 °C (-40 to 185 °F); absolute
 Operational range:-20 to +70 °C (-4 to 158 °F); 95% RH accuracy +0.5 °C)

@ 50 °C (122 °F), non-condensing v Humidity (absolute accuracy +3 %RH)

v EFTE monocrystalline 120 mA solar panel with 3.8 V Liion battery v Pressure (300..1100 hPa, absolute accuracy +1hPa)
(7000 mAh), ~500 cycles to 70% capacity v 3-Axis Accelerometer (motion detection)

V3542V o;')eration v 2 x Light (front & back: installation/hibernation/removal
v Location: GNSS/ Wi-Fi micro-location: 2.4 GHZ/Cell Location CAT-M1 detection)

(L=l Accessories

v “Store & Forward” Data (When out of coverage) - 256 records

v BLE 5.2 transmitter capable v Extra-strong magnet mounts (x4)

v Fully certified (carriers, FCC/IC, CTIA (PTCRB/OTA), Network
Optimized, FirstNet Trusted)




